WATER MAIN BEDDING DETAIL

"I; NATIVE BACKFILL
l"_T MATERIAL IF
TR SUITABLE

WATER MAIN BEDDING
MATERIAL

(MINUS 1” MATERIAL WITH NOT
MORE THAN 10% PASSING THE
#200 SIEVE.)

TRENCH STABILIZATION
MATERIAL

(IF REQUIRED BY ENGINEER)

PIPE SIZE TRENCH TRENCH TRENCH WATER MAIN WATER MAIN
DIAMETER PIPE AREA BEDDING MAT. BEDDING MAT.
WIDTH HEIGHT AREA AREA TONS/LF
4" 28" 16” 3.11 SQ.FT. .09 SQ.FT. 3.02 SQ.FT. 0.21
6" 30" 18" 3.75 SQ.FT. .20 SQ.FT. 3.55 SQ.FT. 0.25
8" 32" 20" 4.44 SQ.FT. .35 SQ.FT. 4.10 SQ.FT. 0.29
10” 34" 22" 5.19 SQ.FT. .55 SQ.FT. 4.65 SQ.FT. 0.33
12" 36" 24" 6.00 SQ.FT. .79 SQ.FT. 5.22 SQ.FT. 0.37
16" 40" 28" 7.78 SQ.FT. 1.40 SQ.FT. 6.38 SQ.FT. 0.45
20" 44" 32" 9.78 SQ.FT. 2.18 SQ.FT. 7.60 SQ.FT. 0.53
24" 48" 36" 12.00 SQ.FT. 3.14 SQ.FT. 8.86 SQ.FT. 0.62
30" 60" 42" 17.50 SQ.FT. 4.91 SQ.FT. 12.59 SQ.FT. 0.88
* IF >30” USE DIA./2 ON EACH SIDE OF WATER MAIN PIPE. Revised: November 2015
* LENGTH BASED ON ONE (1) FOOT OF MAIN. City of Madison
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